
Agency Approvals

Specifications

UL 294 UL Listed for Access Control  
 System Units.
UL 603 UL Listed Standard for Power 
 Supplies for Use with Burglar- 
 Alarm Systems.

UL 1069 UL Listed Hospital Signaling and
 Nurse Call Equipment.
UL 1481 UL Listed Standard for Safety for
 Fire Protective Signaling Systems.

Input:
s� )NPUT����6!#����(Z������AMP�

s� )NPUT�FUSE�RATED� �����AMP����6�

Output:
s� ��6$#�OR���6$#�SELECTABLE�OUTPUT�

 Burglar Alarm Applications (UL 603):
� ��6$#�����6$#����6$#�

� ��6$#�����6$#����6$#�

s����6$#�OR���6$#� �����AMP�SUPPLY�CURRENT�

s� 3IXTEEN����	�Class 2 Rated PTC protected power- 
 limited outputs.
s� /UTPUTS�ARE�RATED� �����AMP�

s� &ILTERED�AND�ELECTRONICALLY�REGULATED�OUTPUTS�

s� 3HORT�CIRCUIT�AND�THERMAL�OVERLOAD�PROTECTION�

Battery Backup:
s� "UILTIN�CHARGER�FOR�SEALED�LEAD�ACID�OR�

� GEL�TYPE�BATTERIES�

s� !UTOMATIC�SWITCH�OVER�TO�STANDBY�BATTERY�

 when AC fails.
s� -AXIMUM�CHARGE�CURRENT�����AMP�

Supervision:
s� !#�FAIL�SUPERVISION��FORM�h#v�CONTACTS	��

s� ,OW�BATTERY�SUPERVISION��FORM�h#v�CONTACTS	��

s� "ATTERY�PRESENCE�SUPERVISION��FORM�h#v�CONTACTS	�

Visual Indicators:
s� !#�INPUT��$#�OUTPUT�AND�"ATTERY�,%$�INDICATORS�

Electrical:
s� /PERATING�TEMPERATURE�����#�TO�����#�AMBIENT�

s� "45�(R���

� ��6$#���������������"45�(R�

� ��6$#���������������"45�(R�

s� 3YSTEM�!#�INPUT�6!�REQUIREMENT�����6!�

Mechanical:
s� %NCLOSURE�$IMENSIONS��(�X�7�X�$�APPROX�	�

� ����v�������MM	�X���v�������MM	�X����v�������MM	

� � !CCOMMODATES�UP�TO�TWO���	���6$#���!(�BATTERIES�

s� 0RODUCT�WEIGHT��APPROX�	�������LBS��������KG	.
s� 3HIPPING�WEIGHT��APPROX�	�������LBS��������KG	�

!,���5,80$��#"2� IS� A� MULTIOUTPUT� POWER� SUPPLY�CHARGER� THAT� CONVERTS� A�

���6!#���(Z�INPUT�INTO�SIXTEEN����	�#LASS���2ATED���6$#�OR���6$#�POWER�

limited outputs.

AL300ULXPD16CBR
Multi-Output Power Supply/Charger

2EV��$3!,���5,80$��#"2?��������

Overview

AL300ULXPD16CBR
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!LTRONIX�#ORP���������TH�3TREET��"ROOKLYN��.9�������s������������s������������s�ALTRONIX�COM

Enclosure Dimensions (H x W x D) (approximate):
����v�������MM	�X���v�������MM	�X����v�������MM	

1.5”
(38.1mm)

1.5”
(38.1mm)

1.5”
(38.1mm)

5.0”
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5.0”
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1.5”
(38.1mm)

2.0”
(50.8mm)

2.0”
(50.8mm)

1.75”
(44.45mm)

1.75”
(44.45mm)

4.5”
(114.3mm)1.25”

(31.75mm)

4.5”
(114.3mm) 1.25”

(31.75mm)

1.25”
(31.75mm)

1.25”
(31.75mm)

1.1”
(27.94mm)

1.1”
(27.94mm)

0.79”
(20.06mm)

1.1”
(27.94mm)

0.91”
(23.114mm)

0.91”
(23.114mm)

1.375”
(34.925mm)

1.125”
(28.575mm)

15.5”
(393.7mm)

4.615”
(117.22mm)

12.23”
(310.64mm)

4.615”
(117.22mm)

1.5”
(38.1mm)

1.5”
(38.1mm)

4.615”
(117.22mm)

4.615”
(117.22mm)
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