
Input Voltage:
s� �6$#�OR���6$#�OPERATION�

s� #URRENT�DRAW�RANGE�FROM�����AMP�TO������AMP�BASED��

� ON�SPEAKER�RESISTANCE�AND�SUPPLY�VOLTAGE�

Features:
s� 4WO���	�CHANNEL�OPERATION��STEADY�OR�YELP�

s� 6ERY�LOW�CURRENT�DRAW�

s�� 0ARALLEL�OR�SERIES�SPEAKER�WIRING

� ����DB� ����FT�� ��6����/HMS

� ����DB� ����FT�� ��6����/HMS

� ����DB� ����FT�� ���6����/HMS

� ����DB� ����FT�� ���6����/HMS

Electrical:
s� /PERATING�TEMPERATURE�������#�TO�����#�AMBIENT�

s� 3YSTEM�INPUT�6!�REQUIREMENT������!�

Mechanical:
s� $IMENSIONS��,�X�7�X�(�APPROX�	�

� ���v������MM	�X����v������MM	�X����v������MM	�

s� 0RODUCT�WEIGHT��APPROX�	�������LBS��������KG	�

s� 3HIPPING�WEIGHT��APPROX�	������LBS��������KG	�

4HE�!,3$��ARE�HIGH�OUTPUT��VERY�LOW�CURRENT�DRAW��DUAL�CHANNEL�SIREN�DRIVERS��

4HEY�ARE�DESIGNED�TO�WORK�WITH�ALARM�PANELS�WITH�LIMITED�CURRENT�CAPABILITY�

ALSD2 Siren Drivers

2EV��$3!,3$�?��������

Overview

Specifications

!LTRONIX�#ORP���������TH�3TREET��"ROOKLYN��.9�������s������������s������������s�ALTRONIX�COM

Mounting Diagram:
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